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PHOTOMETRIC DATA - LL PRO LED WASH Z-POWER RGBAW MKII VARIO OPTIC 25° - Cone diagrams

Optic 25°

distance [m] cone diameter [m] E [lx]

E(0°)                 5615
E(C0)        9,0°  28711,0

2,0

3,0

4,0

5,0

E(0°)                 1404
E(C0)        9,0°    718

E(0°)                   624
E(C0)        9,0°     319

E(0°)                   351
E(C0)        9,0°   179

E(0°)                   225
E(C0)        9,0°    115

half value angle 18,0°
30xLED, total flux: 1440,0 lm, LOR: 67%
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0,32

0,63

0,95

1,27

1,58

distance [m] cone diameter [m] E [lx]

E(0°)               29327
E(C0)     10,2° 14773
E(C180) 10,2° 147731,0

2,0

3,0

4,0

5,0

E(0°)                 7332
E(C0)     10,2°  3693
E(C180) 10,2°  3693

E(0°)                 3259
E(C0)     10,2°    1641
E(C180) 10,2°  1641

E(0°)                 1833
E(C0)     10,2°      923
E(C180) 10,2°      923

E(0°)                 1173
E(C0)     10,2°     591
E(C180) 10,2°     591

half value angle C0-180 : 20,4° C90-270 : 20,4°
132xLED, total flux: 7488,0 lm, LOR: 72%
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0,36 / 0,36

0,72 / 0,72

1,08 / 1,08

1,44 / 1,44

1,80 / 1,80

distance [m] cone diameter [m] E [lx]

E(0°)                 3491
E(C0)      10,6°  6703
E(C180)  10,5°  67051,0

2,0

3,0

4,0

5,0

E(0°)                 3373
E(C0)      10,6°  1676
E(C180)  10,5° 1676

E(0°)                 1499
E(C0)      10,6°     745
E(C180)  10,5°     745

E(0°)                   843
E(C0)      10,6°     419
E(C180)  10,5°     419

E(0°)                   540
E(C0)      10,6°   268
E(C180)  10,5°   268

half value angle C0-180 : 21,2° C90-270 : 21,0°
54xLED, total flux: 3840,0 lm, LOR: 68%
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0,37 / 0,37

0,75 / 0,74

1,12 / 1,11

1,50 / 1,48

1,87 / 1,85

distance [m] cone diameter [m] E [lx]

E(0°)                 6230
E(C0)        9,9°   3147
E(C180)  10,0°  31461,0

2,0

3,0

4,0

5,0

E(0°)                   558
E(C0)        9,9°   787
E(C180)  10,0°   786

E(0°)                   692
E(C0)        9,9°     350
E(C180)  10,0°     350

E(0°)                   389
E(C0)        9,9°     197
E(C180)  10,0°     197

E(0°)                   249
E(C0)        9,9°    126
E(C180)  10,0°    126

half value angle C0-180 : 19,8° C90-270 : 20,0°
30xLED, total flux: 1440,0 lm, LOR: 75%
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5°

0,35 / 0,35

0,70 / 0,71

1,05 / 1,06

1,40 / 1,41

1,75 / 1,76

W
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5°

distance [m] cone diameter [m] E [lx]

E(0°)                 8005
E(C0)      11,0°   4003
E(C180)  11,1°   40021,0

2,0

3,0

4,0

5,0

E(0°)                 2001
E(C0)      11,0°  1001
E(C180)  11,1°  1000

E(0°)                   889
E(C0)      11,0°     445
E(C180)  11,1°     445

E(0°)                   500
E(C0)      11,0°     250
E(C180)  11,1°     250

E(0°)                   320
E(C0)      11,0°    160
E(C180)  11,1°    160

half value angle C0-180 : 22,0° C90-270 : 22,2°
24xLED, total flux: 2400,0 lm, LOR: 71%

0,39 / 0,39

0,78 / 0,78

1,17 / 1,18

1,56 / 1,57

1,94 / 1,96

B
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e 
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°

distance [m] cone diameter [m] E [lx]

E(0°)                 1990
E(C0)      10,1°     994
E(C180)  10,0°     9951,0

2,0

3,0

4,0

5,0

E(0°)                   498
E(C0)      10,1°    249
E(C180)  10,0°   249

E(0°)                   221
E(C0)      10,1°     110
E(C180)  10,0°     111

E(0°)                   124
E(C0)      10,1°       62
E(C180)  10,0°       62

E(0°)                     80
E(C0)      10,1°      40
E(C180)  10,0°     40

half value angle C0-180 : 20,2° C90-270 : 20,0°
24xLED, total flux: 528,0 lm, LOR: 67%

0,36 / 0,35

0,71 / 0,71

1,07 / 1,06

1,43 / 1,41

1,78 / 1,76

distance [m] cone diameter [m] E [lx]

E(0°)                 8919
E(C0)       9,9°    4489
E(C180)   9,8°    44901,0

2,0

3,0

4,0

5,0

E(0°)                 2230
E(C0)       9,9°   1122
E(C180)   9,8°   1123

E(0°)                   991
E(C0)       9,9°      499
E(C180)   9,8°     499

E(0°)                   557
E(C0)       9,9°      281
E(C180)   9,8°      281

E(0°)                   357
E(C0)       9,9°    180
E(C180)   9,8°    180

half value angle C0-180 : 19,8° C90-270 : 19,6°
24xLED, total flux: 1680,0 lm, LOR: 92%
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0,35 / 0,35

0,70 / 0,69

1,05 / 1,04

1,40 / 1,38

1,75 / 1,73
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PHOTOMETRIC DATA - LL PRO LED WASH Z-POWER RGBAW MKII VARIO OPTIC 25° - Intensity distribution / POLAR
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half value angle C0-180 : 21,2° C90-270 : 21,0°
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half value angle C0-180 : 19,8° C90-270 : 19,6°
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PHOTOMETRIC DATA - LL PRO LED WASH Z-POWER RGBAW MKII VARIO OPTIC 25° - Intensity distribution / CARTESIAN
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Optic 25°

l (cd/klm)

3000

4000
C0 C90

0
180° 135° 90° 45° 0°

beam angle

B
lu

e 
25

°

45° 90° 135° 180°

1000

2000

half value angle C0-180 : 20,2° C90-270 : 20,0°

l (cd/klm)

3000

2000

1000

4000
C0 C90

0
180° 135° 90° 45° 0°

beam angle

A
m

be
r+

W
hi

te
 2

5°

45° 90° 135° 180°

half value angle C0-180 : 21,2° C90-270 : 21,0°

l (cd/klm)

3000

2500

3500
C0 C90

0
180° 135° 90° 45° 0°

beam angle

W
hi

te
 2

5°

45° 90° 135° 180°

2000

1500

1000

500

half value angle C0-180 : 22,0° C90-270 : 22,2°

l (cd/klm)

3000

5000
C0 C90

0
180° 135° 90° 45° 0°

beam angle

A
m

be
r 2

5°

45° 90° 135° 180°

2000

4000

1000

half value angle 18,0°

l (cd/klm)

4000

1000

5000
C0 C90

0
180° 135° 90° 45° 0°

beam angle

R
ed

 2
5°

45° 90° 135° 180°

3000

2000

half value angle C0-180 : 19,8° C90-270 : 20,0°

l (cd/klm)
4000

3000

C0 C90

0
180° 135° 90° 45° 0°

beam angle

R
ed

+G
re

en
+B

lu
e+

A
m

be
r+

W
hi

te
 2

5°

45° 90° 135° 180°

2000

1000

half value angle C0-180 : 20,4° C90-270 : 20,4°

l (cd/klm)

5000

2000

6000
C0 C90

0
180° 135° 90° 45° 0°

beam angle

G
re

en
 2

5°

45° 90° 135° 180°

4000

3000

half value angle C0-180 : 19,8° C90-270 : 19,6°

1000


