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Polar Candela Distribution
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Luminaire Photometric Report Lt
Filename: LL_STREET_2012_RIS60-NA-067-16-40W- - e
ASD-50K-C75 -
Manufacturer: Leader Light s.r.o. “n
Web Link: www.leaderlight.eu T g
Luminaire: LL_STREET_RIS60_NA_067_16_40W_ASD_50K_C75 -r; g ¥
Lamp: 16 XML 5000K 37 -
Lamp Cat: CRI 75
Lamp Output: 16 lamps, rated Lumens/lamp: 4032 &3 | i
Max Candela: 1 810,8 at Horizontal: 13°, Vertical: 33° S50 ~a -
Input Wattage: 38 1267 bl
Luminous Opening: Rectangle w/Luminous Sides (L: 4,72", W: 24,02",
H: 3,15") 150 e
TeSt: 1 I qn“ L’ [ e kd = T
Test Date: 27-Jun-2012 08:44:14 W -Max Cd: 13°H e e
Test Lab: Radiant Imaging ProSource B -i*H
Photometry : Type C B -3°H
CIE Class: Direct
Cutoff Class: Semicutoff
Flood Summary
EfficiencyLumensHorizontal Vertical
Spread Spread
Field (10%): 95,7% 3 859,2 161,7 128,8
Beam (50%): 66% 2 662,6 136 63,7

Total: 100% 4 031,5

Iluminance al a Distance

Canbar Basm FC Baaim Width
o 63,64 fic SOft 19,80
LA 1591 fc 9,490t 39, 66t
3 0 T07 e 14,490 54,50
A 3,98 fc 19,90t 79,10
S 2,550c 2apft 980
e 1,77 e 29,80t 116,70
W Vert, Spread: 63,77 WHaoriz. Spread: 136,00

Luminaire Report Summary

IESNA:LM-63-2002

[TEST] 1

[TESTDATE] 27-Jun-2012 08:44:14

[TESTLAB] Radiant Imaging ProSource

[ISSUEDATE] 6/27/2012 9:28:26 AM

[MANUFAC] Leader Light s.r.o.

[LUMINAIRE] LL STREET RIS60 NA 067 16 40W ASD 50K C75
[LAMPCAT] CRI 75

[LAMP] 16 XML 5000K

[_NUMBEROFRAYS]lOOOOOOO

[WEBLINK] www.leaderlight.eu

FILE: CANDELA MULTIPLIER: 3,94107

FILE: VERTICAL ANGLES: 91, HORIZONTAL ANGLES: 361
FILE: COORDINATE SYSTEM: TYPE C

FILE: UNIT OF MEASURE: METRIC

FILE: BALLAST FACTOR: 1

Photometics Pro 1.3.17 copyright 2003-2012 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.
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